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400 



401- 



CONDITION REQUIRING 
META DATA TO BE UPDATED 



402' 



SENDING A FIRST NOTIFICATION BY THE MAIN NODE 
AND RECEIVING THE FIRST NOTIFICATION BY THE 
BACKUP NODE THAT THE MAIN NODE IS ABOUT TO 
UPDATETHE META DATA 



I 



403- 



WAITING TO RECEIVE A SECOND NOTIFICATION 
FROM THE MAIN NODE INDICATING THAT THE MAIN 
NODE HAS COMPLETED UPDATING THE META DATA 



406 



TAKING OVER THE FUNCTIONS OF THE 
MAIN NODE BY THE BACKUP NODE 



YES. 



407 



404-^ 

MAIN 
'NODE INOPERATIVE" 
PRIOR TO UPDATING, 

META DATA 
? 

'no 



ACTIVATING THE ONE OR MORE 
PHYSICAL VOLUME GROUPS SHARED 

BY BOTH THE MAIN AND BACKUP 
NODE BY IDENTIFYING A QUORUM OF 
DISKS THAT ARE ACTIVE 



405 



SENDING A SECOND NOTIFICATION 
BY THE MAIN NODE AND RECEIVING 
THE SECOND NOTIFICATION BY THE 
BACKUP NODE WHERE THE SECOND 
NOTIFICATION INCLUDES A META 
DATA IDENTIFIER 

i ~ 



408 



409 



MAIN NODE BECOMES INOPERATIVE 
♦ 



Fig. 4 



TAKING OVER THE FUNCTIONS OF THE 
MAIN NODE BY THE BACKUP NODE 



410- 



ACTIVATING A PHYSICAL VOLUME 
GROUP SHARED BY BOTH THE MAIN 

AND BACKUP NODES BY 
IDENTIFYING A SINGLE DISK THAT IS 
ACTIVE 
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